
Valves | Single Check Valves | Check Valves, Single

Models SFL-SC-350-FG, SFL-SC-350-GF, SFL-SC-350-F, SFL-
SC-350-G

Product Description

Model No Description

Valve Size
Rated Working 

Pressure
Remarks

in (mm) psi (kPa)

SFL-SC-

350-FG

Swing Check Valve, Flanged Inlet x 

Grooved Outlet Ends

2, 2 1/2, 3, 4, 5, 

6, 8, 10, 12

(50, 65, 80, 100, 125, 

150, 200, 250, 300)

350 (2410) a

SFL-SC-

350-GF

Swing Check Valve, Grooved Inlet x 

Flanged Outlet Ends

2, 2 1/2, 3, 4, 5, 

6, 8, 10, 12

(50, 65, 80, 100, 125, 

150, 200, 250, 300)

350 (2410) a

SFL-SC-

350-F

Swing Check Valve, Flanged Ends 2, 2 1/2, 3, 4, 5, 

6, 8, 10, 12

(50, 65, 80, 100, 125, 

150, 200, 250, 300)

350 (2410) a

SFL-SC-

350-G

Swing Check Valve, Grooved Ends 2, 2 1/2, 3, 4, 5, 

6, 8, 10, 12

(50, 65, 80, 100, 125, 

150, 200, 250, 300)

350 (2410) a

Remarks:

a. Resilient Seat

Details Company

Category Check Valves, Single

Class of Work 1210 - Single Check

Valves

Approval Standard FM 1210 - Swing

Check Valves

Certification Type FM Approved

Listing Country United States of

America

Sanflo Technologies

302 S Collins Street, #575, Plant

City , Florida 33563-5534

United States of America

http://sanflotek.com
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