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Model SFL-ACV-F

File Number: EX28674

COMPANY

SANFLO TECHNOLOGIES

411 West st Street #1005
Sanford, FL 32771 United States

MODEL INFO

SFL-ACV-F
Alarm Valve

Nom Max Rated Supply Alarm Alarm Retard

$od;/ Pipe E;:)C:] fiquration Pressure, Pressure Device Device Chamber an)s;ct' i|<I)end

P Size, NPS g psig (kpa)  Type Type Model Model

Globe 2,2-1/2, Flange 300 (2068)  Variable Water SFL- SFL-RET Vertical
3,4,5, 6, motor WMAG
8,10,12 gong

Globe 2,2-1/2, Flange 300 (2068)  Variable Electric UL Listed SFL-RET Vertical
3,4,5,6, pressure (VOXz)
8,10, 12 switch

Globe 2,2-1/2, Flange 300 (2068) Constant  Water SFL- Not Vertical
3,4,5,6, motor WMAG Applicable
8,10,12 gong

Globe 2,2-1/2, Flange 300 (2068) Constant  Electric UL Listed Not Vertical
3,4,5,6, pressure (vOoxz)  Applicable
8,10, 12 switch

Installation Limitations

End configurations are intended to be installed on systems not exceeding end configurations’ working
capabilities.
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